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Technical Data :

TINO Series

 

Explore the mystery of heat !!
With an excellent fanless supporting up to Intel Mobile Ivy Bridge CPU, TINO brings you a whole new experience. 
Performance and quiet working enviornment can be delivered at the same time without compromise. 

2 PCI Slot Chassis

CI847AW Back Panel

Application :
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Optional Accessory :
. Wall mount kit

cecece.ce.cecececcccccecece.ccccccceccccccce.cece.ecccceeeeeeee...eee.e.e.ee. 

Wall mount kit

TINO Chassis without top-cover

. Dimension 68 H x 245 W x 177 D mm

. Dimension 110 H x 268 W x 182 D mm ( 2 x PCI )

. Material   Aluminum 

. Color   Black

. Weight   2.8~6 Kg ( Incl. M/B )

. Storage Space 1 x 2.5" HDD
  2 x 2.5" HDD
  1 x 2.5" HDD + 2 x PCI
. PCI card length:  150 mm

M/B information: ( Please refer to M/B specification )  

CPU Type
Operation

mSATA/CF Card

3I847NM / NX

CI847AW

CI770A

SI525AW

Intel Ivy Bridge 1047UE 
1.4GHz i3,i7

Intel Ivy Bridge 1047UE 
1.4GHz iCore CPU

Intel Atom D525 

Optional

1

1

1

60°C

60°C

60°C

60°C

50°C

50°C

50°C

50°C

Temp.
HDDM/B Model VGA

2

4

4

2

COM

1+4xPoE

2

2

1

LAN

3

4

4

2

USB

Line-Out / Mic-in

Line-Out / Mic-in

Line-Out / Mic-in

Line-Out / Mic-in

-

-

-

YES

Audio KB/MS

HDMI

DVI&HDMI

DVI&HDMI

-

DVI / HDMI

SIM Card Socket 
2 x 2.5" HDD

-

-

4~16 Video-in

Others

Wi-Fi

DC +9V to +36V

3G

Optional LAN

GPS

1 ~ 4 Video-IN

Parallel Port

-40°C ~ 60°C Temperature

2nd Display Port

The above available functions outline the possibility with system, for more information please contact us.

More Functions


